NOTE: uNLEss OTHERWISE SPECIFIED 
Co ————__________________ 


|, CABLE ASSEMBLY MUST WITHSTAND 
4.5 KG OF FORCE IN ANY DIRECTION 
WITHOUT ANY DAMAGE TO THE CONNECTORS, 
ELECTRICAL CONNECTIONS OR CABLE. 


2. ELECTRICAL CONNECTIONS OF THE 
CABLE TO ID CONNECTOR MUST 
REMAIN GAS TIGHTC1ISO,GRAMS 
OF CONTACT FORCE) FOR 5 YRS 
AT 50°C. 


20 CONNDUCTOR, 26GA. STRANDED 
RIBBON CABLE. | 
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KEYS ON BOTH CONNECTORS 
MUST BE ORIENTATED IN 
THIS POSITION. 
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SEE SEPARATE BILL OF sae Rinses 


—— XXOt 


Xz 
XX? a =ANGLES + 


NOTICE OF PROPRIETARY PROPERTY 
DU NOI SCALE DRAWING 


A 
MATERIAL: THE INFORMATION CONTAINED HEREIN 1S THE PROPRIETARY 
OMPUTER, INC. THE POSSESSOR 
TOT ‘OLLOWING: 


ti) TO MAINTAIN THIS DOCUMENT IN CONFIDENCE 
ORFT 5 DRFT,CK (2 (ii) NOT TO REPRODUCE OR COPY IT A 
S Q A uf tii) NOT TO REVEAL OR PUBLISH IT IN WHOLE OR PART 
83 fi PS TITLE 


[aba \Ye lao? F|ASSY, INTERNAL CABLE, 
Bet (OZ) MAC 3% INCH DRIVE 
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